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Subloop Unbundling Amendment  
to the Interconnection Agreement  

between 
Qwest Corporation and 

IdeaOne Telecom Group L.L.C. 
for the  

State of North Dakota 
 
This is an Amendment (“Amendment”) to the Interconnection Agreement between Qwest 
Corporation (“Qwest”), a Colorado corporation, and IdeaOne Telecom Group L.L.C. (“CLEC”), a 
North Dakota Limited Liability Corporation.  
 

RECITALS 

WHEREAS, the Parties entered into an Interconnection Agreement (“Agreement”) for service in 
the State of North Dakota, that was approved by the North Dakota Public Service Commission 
(“Commission”) on April 29, 1999 as referenced in Case No. PU-2038-99-67; and  
 
WHEREAS, the Commission previously approved an Amendment for Subloop Unbundling on 
March 28, 2001;  
 
WHEREAS, the Parties wish to replace the aforementioned Amendment, in its entirety, with the 
terms and conditions contained herein. 
 

AGREEMENT 
 
NOW THEREFORE, in consideration of the mutual terms, covenants and conditions contained 
in this Amendment and other good and valuable consideration, the receipt and sufficiency of 
which is hereby acknowledged, the Parties agree as follows: 
 
Amendment Terms 
 
The Agreement is hereby amended by adding terms, conditions and rates for Subloop 
Unbundling as set forth in Attachment 1, Exhibits A, B and C, to this Amendment, attached 
hereto and incorporated herein by this reference. 

 

Rates in Exhibit A that are “Under Development” shall be updated upon establishment of a rate.  
Rates in Exhibit A shall otherwise be updated to reflect legally binding decisions of the 
Commission and shall be applied on a prospective basis from the effective date of the legally 
binding Commission decision, unless otherwise ordered by the Commission. 

Effective Date 
 
This Amendment shall be deemed effective upon approval by the Commission; however, the 
Parties may agree to implement the provisions of this Amendment upon execution.  To 
accommodate this need, CLEC must generate, if necessary, an updated Customer 
Questionnaire.  In addition to the Questionnaire, all system updates will need to be completed 
by Qwest.  CLEC will be notified when all system changes have been made.  Actual order 
processing may begin once these requirements have been met. 
 
Further Amendments 
 
Except as modified herein, the provisions of the Agreement shall remain in full force and effect.   
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The provisions of this Amendment, including the provisions of this sentence, may not be 
amended, modified or supplemented, and waivers or consents to departures from the provisions 
of this Amendment may not be given without the written consent thereto by both Parties' 
authorized representative.  No waiver by any Party of any default, misrepresentation, or breach 
of warranty or covenant hereunder, whether intentional or not, will be deemed to extend to any 
prior or subsequent default, misrepresentation, or breach of warranty or covenant hereunder or 
affect in any way any rights arising by virtue of any prior or subsequent such occurrence. 
 
Change of Law 
 

A. The provisions in this Amendment are intended to be in compliance with and based on 
the existing state of the law, rules, regulations and interpretations thereof, including but not 
limited to state rules, regulations, and laws, as of April 1, 2003 (the Existing Rules).  Nothing 
in this Amendment shall be deemed an admission by Qwest or CLEC concerning the 
interpretation or effect of the Existing Rules or an admission by Qwest or CLEC that the 
Existing Rules should not be changed, vacated, dismissed, stayed or modified.  Nothing in 
this Amendment shall preclude or estop Qwest or CLEC from taking any position in any 
forum concerning the proper interpretation or effect of the Existing Rules or concerning 
whether the Existing Rules should be changed, vacated, dismissed, stayed or modified.  To 
the extent that the Existing Rules are vacated, dismissed, stayed or materially changed or 
modified, then this Amendment shall be amended to reflect such legally binding modification 
or change of the Existing Rules.  Where the Parties fail to agree upon such an amendment 
within sixty (60) Days after notification from a Party seeking amendment due to a 
modification or change of the Existing Rules or if any time during such sixty (60) Day period 
the Parties shall have ceased to negotiate such new terms for a continuous period of fifteen 
(15) Days, it shall be resolved in accordance with the Dispute Resolution provision of the 
Agreement.  It is expressly understood that this Amendment will be corrected, or if 
requested by CLEC, amended as set forth herein, to reflect the outcome of generic 
proceedings by the Commission for pricing, service standards, or other matters covered by 
this Amendment.  Any amendment shall be deemed effective on the effective date of the 
legally binding change or modification of the Existing Rules for rates, and to the extent 
practicable for other terms and conditions, unless otherwise ordered.  During the pendancy 
of any negotiation for an amendment pursuant to this Section the Parties shall continue to 
perform their obligations in accordance with the terms and conditions of this Amendment, for 
up to sixty (60) Days.  If the Parties fail to agree on an amendment during the sixty (60) Day 
negotiation period, the Parties agree that the first matter to be resolved during Dispute 
Resolution will be the implementation of an interim operating agreement between the 
Parties regarding the disputed issues, to be effective during the pendancy of Dispute 
Resolution.  The Parties agree that the interim operating agreement shall be determined and 
implemented within the first fifteen (15) Days of Dispute Resolution and the Parties will 
continue to perform their obligations in accordance with the terms and conditions of this 
Amendment, until the interim operating agreement is implemented.  For purposes of this 
section, "legally binding" means that the legal ruling has not been stayed, no request for a 
stay is pending, and any deadline for requesting a stay designated by statute or regulation, 
has passed. 

 
B. In addition, but without limiting Section A above, nothing in this Amendment shall be 
deemed an admission by Qwest or CLEC concerning the interpretation or effect of the 
FCC's decision and rules adopted in In the Matter of Review of the Section 251 Unbundling 
Obligations of Incumbent Local Exchange Carriers; Implementation of the Local Competition 
Provisions of the Telecommunications Act of 1996; Deployment of Wireline Services 
Offering Advanced Telecommunications Capability, CC Docket Nos. 01-338, 96-98 and 98-
147, Report and Order on Remand, FCC 03-36, nor  rules, regulations and interpretations 
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thereof, including but not limited to state rules, regulations, and laws as they may be issued 
or promulgated regarding the same ("Decision(s)").  Nothing in this Amendment shall 
preclude or estop Qwest or CLEC from taking any position in any forum concerning the 
proper interpretation or effect of the Decision or concerning whether the Decision should be 
changed, vacated, dismissed, stayed or modified. 

 
Entire Agreement 
 
The Agreement as amended (including the documents referred to herein) constitutes the full 
and entire understanding and agreement between the Parties with regard to the subjects of the 
Agreement as amended and supersedes any prior understandings, agreements, or 
representations by or between the Parties, written or oral, to the extent they relate in any way to 
the subjects of the Agreement as amended. 
 
The Parties intending to be legally bound have executed this Amendment as of the dates set 
forth below, in multiple counterparts, each of which is deemed an original, but all of which shall 
constitute one and the same instrument. 
 
IdeaOne Telecom Group L.L.C.     Qwest Corporation 
 
__________________________________   _____________________________ 
Signature        Signature 
 
__________________________________   L. T. Christensen________________ 
Name Printed/Typed       Name Printed/Typed 
 
__________________________________   Director – Interconnection Agreements 
Title         Title 
 
__________________________________   _____________________________ 
Date         Date 
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ATTACHMENT 1 

 
9.3 Subloop Unbundling 
 
9.3.1 Description 
 

9.3.1.1 A Subloop is defined as any portion of the Loop that it is Technically 
Feasible to access at terminals in Qwest’s outside plant, including inside wire.  

An accessible terminal is any point on the Loop where technicians can access 
the wire or fiber within the cable without removing a splice case to reach the wire 
or fiber within.  Such points may include, but are not limited to, the pole, pedestal, 
Network Interface Device, minimum point of entry, single point of Interconnection, 
main distribution frame, Remote Terminal, Feeder Distribution Interface (FDI), or 
Serving Area Interface (SAI).  This section does not address Dark Fiber Subloop 
which is addressed in Section 9.7.  Due to the limited number of locations in 
North Dakota where Qwest owns premises cable, campus cable or inside 
wiring, Qwest will provide premises cable, campus cable or inside wiring 
ownership notification at each MTE terminal. 

9.3.1.1.1 Building terminals within or physically attached to a 
privately owned building in a Multi-Tenant Environment (MTE) are one 
form of accessible terminal.  Throughout Section 9.3 the Parties 
obligations around such "MTE terminals" are segregated because 
Subloop terms and conditions differ between MTE environments and 
non-MTE environments. 

9.3.1.1.2 For any configuration not specifically addressed in this 
Agreement, the conditions of CLEC access shall be as required by the 
particular circumstances.  These conditions include: (1) the degree of 
equipment separation required, (2) the need for separate cross-connect 
devices, (3) the interval applicable to any Collocation or other 
Provisioning requiring Qwest performance or cooperation, (4) the 
security required to maintain the safety and reliability of the facilities of 
Qwest and other CLECs, (5) the engineering and operations standards 
and practices to be applied at Qwest facilities where they are also used 
by CLECs for Subloop element access, and (6) any other requirements, 
standards, or practices necessary to assure the safe and reliable 
operation of all Carriers’ facilities.  

9.3.1.1.3 Any Party may request, under any procedure provided for 
by this Agreement, for addressing non-standard services or network 
conditions, the development of standard terms and conditions for any 
configuration(s) for which it can provide reasonably clear technical and 
operational characteristics and parameters.  Once developed through 
such a process, those terms and conditions shall be generally available 
to any CLEC for any configuration fitting the requirements established 
through such process.  
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9.3.1.1.4 Prior to the development of such standard terms and 
conditions, Qwest shall impose in the six (6) areas identified in Section 
9.3.1.1.2 above, only those requirements or intervals that are 
reasonably necessary.  

9.3.1.1.4.1 MTE Terminals:  Accessible terminals within a building 
in a MTE environment or accessible terminals physically attached to a 
building in a MTE environment.  Qwest Premises located on real property 
that constitutes a campus environment, yet are not within or physically 
attached to a non-Qwest owned building, are not considered MTE 
Terminals. 

9.3.1.1.4.2 Detached Terminals:  All accessible terminals other 
than MTE Terminals. 

9.3.1.2 Standard Subloops available. 

a) Two-Wire/Four Wire Unbundled Distribution Loop 

b) DS1 Capable Unbundled Feeder Loop 

c) Two-Wire/Four Wire Non-loaded Distribution Loop 

d) Intrabuilding Cable Loop 

9.3.1.3 Standard Subloop Access 

9.3.1.3.1 Accessing Subloops in Detached Terminals:  Subloop 
Unbundling is available after a CLEC requested Field Connection Point 
(FCP) has been installed within or adjacent to the Qwest accessible 
terminal.  The FCP is a Demarcation Point connected to a terminal 
block from which Cross Connections are run to Qwest Subloop 
elements. 

9.3.1.3.2 Accessing Subloops in MTE Terminals:  Subloop 
unbundling is available after CLEC has notified Qwest of its intention to 
Subloop unbundle in the MTE, during or after an inventory of CLEC’s 
terminations has been created, and CLEC has constructed a cross-
connect field at the building terminal. 

9.3.1.3.2.1 Reserved for Future Use. 

9.3.1.3.2.2 Reserved for Future Use. 

9.3.1.4 Field Connection Point  

9.3.1.4.1 Field Connection Point (FCP) is a Demarcation Point that 
allows CLEC to interconnect with Qwest outside of the Central Office 
location where it is Technically Feasible.  The FCP interconnects CLEC 
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facilities to a terminal block within the accessible terminal.  The terminal 
block allows a technician to access and combine Unbundled Subloop 
elements.  When a FCP is required, it must be in place before Subloop 
orders are processed.  

9.3.1.4.2 Placement of a FCP within a Qwest Premises for the sole 
purpose of creating a cross-connect field to support Subloop unbundling 
constitutes a "Cross-Connect Collocation." 

9.3.1.4.2.1 The terms, conditions, intervals and rates for Cross-
Connect Collocation are found within section 9.3. 

9.3.1.4.2.2 To the extent that CLEC places equipment in a Qwest 
Premises that requires power and or heat dissipation, such Collocation is 
governed by the Terms of Section 8 and does not constitute a Cross-
Connect Collocation. 

9.3.1.4.3 A FCP arrangement can be established either within a 
Qwest accessible terminal, or, if space within the accessible terminal is 
legitimately exhausted and when Technically Feasible, CLEC may 
place the FCP in an adjacent terminal.  CLEC will have access to the 
equipment placed within the Collocation for maintenance purposes.  
However, CLEC will not have access to the FCP Interconnection point. 

9.3.1.5 MTE Point of Interconnection (MTE-POI)  

9.3.1.5.1 A MTE-POI is necessary when CLEC is obtaining access 
to the Distribution Loop or Intrabuilding Cable Loop from an MTE 
Terminal.  CLEC must create the cross-connect field at the building 
terminal that will allow CLEC to connect its facilities to Qwest’s 
Subloops.  The demarcation point between CLEC and Qwest’s facilities 
is the MTE-POI.  

9.3.1.6 Once a state has determined that it is Technically Feasible to unbundle 
Subloops at a designated accessible terminal, Qwest shall either agree to 
unbundle at such access point or shall have the burden to demonstrate, pursuant 
to the dispute resolution provisions of this Agreement, that it is not Technically 
Feasible, or that sufficient space is not available to unbundle Subloop elements 
at such accessible terminal. 

9.3.1.7 Qwest shall provide access to additional Subloop elements, e.g. copper 
feeder, to CLEC where facilities are available pursuant to the Special Request 
Process in Exhibit B. 

9.3.2 Standard Subloops Available 
 

9.3.2.1 Distribution Loops 

9.3.2.1.1 Two-Wire/Four-Wire Unbundled Distribution Loop:  a 
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Qwest provided facility from the Qwest accessible terminal to the 
Demarcation Point or Network Interface Device (NID) at the end user 
location.  The Two-Wire/Four-Wire Unbundled Distribution Loop is 
suitable for local exchange-type services.  CLEC can obtain access to 
this unbundled element at any Technically Feasible accessible terminal. 

9.3.2.1.2 Two-Wire/Four-Wire Non-Loaded Distribution Loop:  a 
Qwest provided facility without load coils and excess Bridged Taps from 
the Qwest accessible terminal to the Demarcation Point or Network 
Interface Device (NID) at the end user location.  When CLEC requests 
a Non-Loaded Unbundled Distribution Loop and there are none 
available, Qwest will contact CLEC to determine if CLEC wishes to 
have Qwest unload a Loop.  If the response is affirmative, Qwest will 
dispatch a technician to "condition" the Distribution Loop by removing 
load coils and excess Bridged Taps (i.e., "unload" the Loop).  CLEC 
may be charged the cable unloading and Bridged Taps removal 
nonrecurring charge in addition to the Unbundled Loop installation 
nonrecurring charge.  If a Qwest technician is dispatched and no load 
coils or Bridged Taps are removed, the nonrecurring conditioning 
charge will not apply.  CLEC can obtain access to this Unbundled 
Element at any Technically Feasible accessible terminal. 

9.3.2.1.3 Intrabuilding Cable Loop:  a Qwest provided facility from 
the building terminal inside a MTE to the demarcation point at the end 
user customer premises inside the same building.  This Subloop 
element only applies when Qwest owns the intrabuilding cable.  

9.3.2.1.4 To the extent CLEC accesses Subloop in a campus 
environment from an accessible terminal that serves multiple buildings, 
CLEC can access these Subloops by ordering a Distribution Loop 
pursuant to either Section 9.3.2.1.1 or 9.3.2.1.2.  A campus 
environment is one piece of property, owned by one person or entity, on 
which there are multiple buildings. 

9.3.2.2 Feeder Loops 

9.3.2.2.1 DS1 Capable Unbundled Feeder Loop is a digital 
transmission path that is provisioned from a Qwest Central Office 
network interface, which consists of a DSX-1 panel or equivalent, to the 
accessible terminal.  The DS1 Capable Unbundled Feeder Loop 
transports bi-directional DS1 signals with a nominal transmission rate of 
1.544 Mbit/s. 

9.3.3 MTE Terminal Subloop Access:  Terms and Conditions 
 

9.3.3.1 Access to Distribution Loops or Intrabuilding Cable Loops at an MTE 
Terminal within a non-Qwest owned MTE is done through an MTE-POI.  Remote 
Collocation is not necessary because CLEC can access the Subloop without 
placing facilities in a Qwest Premises.  
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9.3.3.2 To obtain such access, CLEC shall complete the "MTE-Access Ordering 
Process" set forth in Section 9.3.5.4. 

9.3.3.3 The optimum point and method to access Subloop elements will be 
determined during the MTE Access Ordering Process.  The Parties recognize a 
mutual obligation to interconnect in a manner that maintains network integrity, 
reliability, and security.  CLEC may access the MTE Terminal as a test access 
point. 

9.3.3.4 CLEC will work with the MTE building owner to determine where to 
terminate its facilities within the MTE.  CLEC will be responsible for all work 
associated with bringing its facilities into and terminating the facilities in the MTE.  
CLEC shall seek to work with the building owner to create space for such 
terminations without requiring Qwest to rearrange its facilities. 

9.3.3.5 If there is space in the building for CLEC to enter the building and 
terminate its facilities without Qwest having to rearrange its facilities, CLEC must 
seek to use such space.  In such circumstances, an inventory of CLEC’s 
terminations within the MTE shall be input into Qwest’s systems to support 
Subloop orders before Subloop orders are provisioned or in conjunction with the 
first Subloop order in the MTE.  Qwest shall have five (5) calendar Days from 
receipt of a written request from CLEC, in addition to the interval set forth in 
Section 9.3.5.4.1, to input the inventory of CLEC’s terminations into its systems.  
Qwest may seek an extended interval if the work cannot reasonably be 
completed within the stated interval.  In such cases, Qwest shall provide written 
notification to CLEC of the extended interval Qwest believes is necessary to 
complete the work.  CLEC may dispute the need for, and the duration of, an 
extended interval, in which case Qwest must request a waiver from the 
Commission to obtain the extended interval.  If CLEC submits a Subloop order 
before Qwest inputs the inventory into its systems, Qwest shall process the order 
in accord with Section 9.3.5.4.1. 

9.3.3.6 If CLEC connects Qwest’s Subloop element to CLEC’s facilities using any 
temporary wiring or cut-over devices, CLEC shall remove any remaining 
temporary wiring or cut-over devices and install permanent wiring within ninety 
(90) calendar Days.  All wiring arrangements, temporary and permanent, must 
adhere to the National Electric Code. 

9.3.3.7 If there is no space for CLEC to place its building terminal or no 
accessible terminal from which CLEC can access such Subloop elements, and 
Qwest and CLEC are unable to negotiate a reconfigured Single Point of 
Interconnection (SPOI) to serve the MDU, Qwest will either rearrange facilities to 
make room for CLEC or construct a single point of access that is fully accessible 
to and suitable for CLEC.  In such instances, CLEC shall pay Qwest a 
nonrecurring charge, which shall be ICB, based on the scope of the work 
required.  If CLEC requests that a new SPOI be established, then CLEC shall 
pay Qwest a nonrecurring charge that shall be ICB, based on the scope of the 
work required.  If the MTE terminal is hard wired in such a manner that a network 
Demarcation Point cannot be created, Qwest will rearrange the terminal to create 
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a cross-connect field and Demarcation Point.  Charges for such rearrangement 
shall be recovered through recurring termination charges. 

9.3.3.7.1 If Qwest must rearrange its MTE Terminal to make space 
for CLEC, Qwest shall have forty-five (45) calendar Days from receipt of 
a written request from CLEC to complete the rearrangement.  Qwest 
may seek an extended interval if the work cannot reasonably be 
completed within forty-five (45) calendar Days.  In such cases, Qwest 
shall provide written notification to CLEC of the extended interval Qwest 
believes is necessary to complete the work.  CLEC may dispute the 
need for, and the duration of, an extended interval, in which case Qwest 
must request a waiver from the Commission to obtain an extended 
interval. 

9.3.3.7.2 If Qwest must construct a new detached terminal that is 
fully accessible to and suitable for CLEC, the interval for completion 
shall be negotiated between the Parties on an Individual Case Basis. 

9.3.3.7.3 CLEC may cancel a request to construct an FCP or SPOI 
prior to Qwest completing the work by submitting a written notification 
via certified mail to its Qwest account manager.  CLEC shall be 
responsible for payment of all costs previously incurred by Qwest as 
well as any costs necessary to restore the property to its original 
condition. 

9.3.3.8 At no time shall either Party rearrange the other Party’s facilities within 
the MTE or otherwise tamper with or damage the other Party’s facilities within the 
MTE.  This does not preclude normal rearrangement of wiring or jumpers 
necessary to connect inside wire or intrabuilding cable to CLEC facilities in the 
manner described in the MTE Access Protocol.  If such damage accidentally 
occurs, the Party responsible for the damage shall immediately notify the other 
and shall be financially responsible for restoring the facilities and/or service to its 
original condition.  Any intentional damage may be reported to the proper 
authorities and may be prosecuted to the full extent of the law.  

9.3.4 Detached Terminal Subloop Access:  Terms and Conditions 
 

9.3.4.1 Except as to access at an MTE Terminal, access to unbundled Subloop 
elements at an accessible terminal must be made through a Field Connection 
Point (FCP) in conjunction with either a Cross-Connect Collocation or, if power 
and/or heat dissipation is required, a Remote Collocation. 

9.3.4.2 To the extent that the accessible terminal does not have adequate 
capacity to house the network interface associated with the FCP, CLEC may opt 
to use Adjacent Collocation to the extent it is Technically Feasible.  Such 
adjacent access shall comport with NEBS Level 1 safety standards  

9.3.4.2.1 Reserved for Future Use. 
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9.3.4.3 Field Connection Point 

9.3.4.3.1 Qwest is not required to build additional space for CLEC to 
access Subloop elements.  When Technically Feasible, Qwest shall 
allow CLEC to construct its own structure adjacent to Qwest’s 
accessible terminal.  CLEC shall obtain any necessary authorizations or 
rights of way required (which may include obtaining access to Qwest 
rights of way, pursuant to section 10.8 of this Agreement) and shall 
coordinate its facility placement with Qwest, when placing their facilities 
adjacent to Qwest facilities.  Obstacles that CLEC may encounter from 
cities, counties, electric power companies, property owners and similar 
third parties, when it seeks to interconnect its equipment at Subloop 
access points, will be the responsibility of CLEC to resolve with the 
municipality, utility, property owner or other third party. 

9.3.4.3.2 The optimum point and method to access Subloop 
elements will be determined during the Field Connection Point process.  
The Parties recognize a mutual obligation to interconnect in a manner 
that maintains network integrity, reliability, and security. 

9.3.4.3.3 CLEC must identify the size and type of cable that will be 
terminated in the Qwest FCP location.  Qwest will terminate the cable in 
the Qwest accessible terminal if termination capacity is available.  If 
termination capacity is not available, Qwest will expand the FDI at the 
request of CLEC if Technically Feasible, all reconfiguration costs to be 
borne by CLEC.  In this situation only, Qwest shall seek to obtain any 
necessary authorizations or rights of way required to expand the 
terminal.  It will be the responsibility of Qwest to seek to resolve 
obstacles that Qwest may encounter from cities, counties, electric 
power companies, property owners and similar third parties.  The time it 
takes for Qwest to obtain such authorizations or rights of way shall be 
excluded from the time Qwest is expected to provision the Collocation.  
CLEC will be responsible for placing the cable from the Qwest FCP to 
its equipment.  Qwest will perform all of the initial splicing at the FCP. 

9.3.4.3.4 CLEC may cancel a Collocation associated with a FCP 
request prior to Qwest completing the work by submitting a written 
notification via certified mail to its Qwest account manager.  CLEC shall 
be responsible for payment of all costs previously incurred by Qwest. 

9.3.4.3.5 If the Parties are unable to reach an agreement on the 
design of the FCP through the Field Connection Point Process, the 
Parties may utilize the Dispute Resolution process pursuant to the 
Terms and Conditions Dispute Resolution Section.  Alternatively, CLEC 
may seek arbitration under Section 252 of the Act with the Commission, 
wherein Qwest shall have the burden to demonstrate that there is 
insufficient space in the accessible terminal to accommodate the FCP, 
or that the requested Interconnection is not Technically Feasible. 
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9.3.4.4 At no time shall either Party rearrange the other Party’s facilities within 
the accessible terminal or otherwise tamper with or damage the other Party’s 
facilities.  If such damage accidentally occurs, the Party responsible for the 
damage shall immediately notify the other and shall be financially responsible for 
restoring the facilities and/or service to its original condition.  Any intentional 
damage may be reported to the proper authorities and may be prosecuted to the 
full extent of the law. 

9.3.5. Ordering/Provisioning 
 

9.3.5.1 All Subloop Types 

9.3.5.1.1 CLEC may order Subloop elements through the 
Operational Support Systems described in Section 12. 

9.3.5.1.2 CLEC shall identify Subloop elements by NC/NCI codes. 

9.3.5.2 Additional Terms for Detached Terminal Subloop Access 

9.3.5.2.1 CLEC may only submit orders for Subloop elements after 
the FCP is in place.  The FCP shall be ordered pursuant to Section 
9.3.5.5.  CLEC will populate the LSR with the termination information 
provided at the completion of the FCP process. 

9.3.5.2.2 Qwest shall dispatch a technician to run a jumper between 
its Subloop elements and CLEC’s Subloop elements.  CLEC shall not at 
any time disconnect Qwest facilities or attempt to run a jumper between 
its Subloop elements and Qwest’s Subloop elements without specific 
written authorization from Qwest.  

9.3.5.2.3 Once the FCP is in place, the Subloop Provisioning 
intervals contained in Exhibit C shall apply. 

9.3.5.3 Reserved for Future Use. 

9.3.5.4 Additional Terms for MTE Terminal Subloop Access - MTE-Access 
Ordering Process 

9.3.5.4.1 Where Qwest has provided Cable Ownership Notification, 
CLEC shall notify its account manager at Qwest in writing, including via 
e-mail, of its intention to provide access to Customers that reside within 
a MTE.  Where Qwest has not provided cable ownership notification, 
CLEC and the landowner shall determine procedures for CLEC to 
connect its Loops directly to the on-premises wiring and CLEC access 
at all terminals or interface devices at the MTE is available under the 
terms of Section 9.5.2.1.1. 

9.3.5.4.2 If the MTE owner owns the facilities on the Customer side 
of the terminal, CLEC may obtain access to all facilities in the building in 
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accordance with Section 9.5 concerning access to unbundled NIDs. 

9.3.5.4.3 If Qwest owns the facilities on the customer side of the 
terminal and if CLEC requests space to enter the building and terminate 
its facilities and Qwest must rearrange facilities or construct new 
facilities to accommodate such access, CLEC shall notify Qwest.  Upon 
receipt of such notification, the intervals set forth in Section 9.3.3 shall 
begin. 

9.3.5.4.4 CLEC may only submit orders for Subloop elements after 
the facilities are rearranged and/or a new facility constructed, if either 
are necessary.  CLEC will populate the LSR with the termination 
information provided by CLEC at the completion of the inventory 
process except when submitting LSRs during the creation of the 
inventory. 

9.3.5.4.5 If CLEC ordered Intrabuilding Cable Loop, CLEC shall 
dispatch a technician to run a jumper between its Subloop elements 
and Qwest’s Subloop elements to make a connection at the MTE-POI in 
accordance with the MTE Access Protocol.  If CLEC ordered a Subloop 
type other than Intrabuilding Cable Loop, Qwest will dispatch a 
technician to run a jumper between CLECs Subloop elements and 
Qwest’s Subloop elements to make a connection at the MTE-POI. 
CLEC, at its option, may request that Qwest run the jumper for 
Intrabuilding cable in MTEs when the inventory is done and a complete 
LSR has been submitted. 

9.3.5.4.5.1 When CLEC accesses a MTE Terminal, it shall employ 
generally accepted best engineering practices in accordance with industry 
standards. CLEC shall clearly label the cross-connect wires it uses.  
CLEC wiring will be neatly dressed. When CLEC accesses Subloops in 
MTE Terminals, it shall adhere to Qwest’s Standard MTE Terminal 
Access Protocol unless the Parties have negotiated a separate document 
for such Subloop access.  If CLEC requests a MTE Terminal access 
protocol that is different from Qwest’s Standard MTE Terminal Access 
Protocol, Qwest shall negotiate with CLEC promptly and in good faith 
toward that end. 

9.3.5.4.5.2 Reserved for Future Use. 

9.3.5.4.5.2.1 Reserved for Future Use. 

9.3.5.4.5.2.2 Reserved for Future Use. 

9.3.5.4.5.2.3 Reserved for Future Use. 

9.3.5.4.5.2.4 Reserved for Future Use. 

9.3.5.4.6 Once inventory is complete and, if necessary, the facilities 
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are rearranged and or a new facility constructed and when Qwest runs 
the jumper, the Subloop Provisioning intervals contained in Exhibit C 
shall apply. 

9.3.5.4.7 For access to Qwest’s on-premises MTE wire as a 
Subloop element, CLEC shall be required to submit an LSR, but need 
not include thereon the circuit-identifying information or await 
completion of LSR processing by Qwest before securing such access.  
Qwest shall secure the circuit-identifying information, and will be 
responsible for entering it on the LSR when it is received.  Qwest shall 
be entitled to charge for the Subloop element as of the time of LSR 
submission by CLEC. 

9.3.5.5 FCP Ordering Process 

9.3.5.5.1 CLEC shall submit a Field Connection Point Request Form 
to Qwest along with its Collocation Application.  The FCP Request Form 
shall be completed in its entirety. 

9.3.5.5.2 After construction of the FCP and Collocation are 
complete, CLEC will be notified of its termination location, which will be 
used for ordering Subloops. 

9.3.5.5.2.1 The following constitute the intervals for Provisioning 
Collocation associated with a FCP, which intervals shall begin upon 
completion of the FCP Request Form and its associated Collocation 
Application in their entirety: 

9.3.5.5.2.1.1 Any Remote Collocation associated with a FCP in 
which CLEC will install equipment requiring power and/or heat 
dissipation shall be in accordance with the intervals set forth in 
Section 8.4. 

9.3.5.5.2.1.2 A Cross-Connect Collocation in a detached 
terminal shall be provisioned within ninety (90) calendar Days 
from receipt of a written request by CLEC. 

9.3.5.5.2.1.3 If Qwest denies a request for Cross-Connect 
Collocation in a Qwest Premises due to space limitations, Qwest 
shall allow CLEC representatives to inspect the entire Premises 
escorted by Qwest personnel within ten (10) calendar Days of 
CLECs receipt of the denial of space, or a mutually agreed upon 
date.  Qwest will review the detailed space plans (to the extent 
space plans exist) for the Premises with CLEC during the 
inspection, including Qwest reserved or optioned space.  Such 
tour shall be without charge to CLEC.  If, after the inspection of 
the Premises, Qwest and CLEC disagree about whether space 
limitations at the Premises make Collocation impractical, Qwest 
and CLEC may present their arguments to the Commission.  In 
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addition, if after the fact it is determined that Qwest has incorrectly 
identified the space limitations, Qwest will honor the original 
Cross-Connect Collocation Application date for determining RFS 
unless both Parties agree to a revised date. 

9.3.5.5.2.1.4 Payment for the remaining nonrecurring charges 
shall be upon the RFS date.  Upon completion of the construction 
activities and payment of the remaining nonrecurring charge, 
Qwest will schedule with CLEC an inspection of the FCP with 
CLEC if requested.  Upon completion of the Acceptance 
inspection, CLEC will be provided the assignments and necessary 
ordering information.  With prior arrangements, CLEC can request 
testing of the FCP at the time of the Acceptance inspection.  If 
Qwest, despite its best efforts, including notification through the 
contact number on the Cross-Connect Collocation Application, is 
unable to schedule the Acceptance inspection with CLEC within 
twenty-one (21) calendar Days of the RFS, Qwest shall activate 
the applicable charges. 

9.3.5.5.2.1.5 Qwest may seek extended intervals if the work 
cannot reasonably be completed within the set interval.  In such 
cases, Qwest shall provide written notification to CLEC of the 
extended interval Qwest believes is necessary to complete the 
work.  CLEC may dispute the need for and the duration of, an 
extended interval, in which case Qwest must request a waiver 
from the Commission to obtain an extended interval.  

9.3.6 Rate Elements  
 

9.3.6.1 All Subloop Types 

9.3.6.1.1 Subloop Recurring Charge - CLEC will be charged a 
monthly recurring charge pursuant to Exhibit A for each Subloop 
ordered by CLEC. 

9.3.6.1.2 Subloop Trouble Isolation Charge - CLEC will be charged 
a Trouble Isolation Charge pursuant to the Support Functions – 
Maintenance and Repair Section when trouble is reported but not found 
on the Qwest facility. 

9.3.6.2 Reserved for Future Use.  

9.3.6.3 Additional rates for Detached Terminal Subloop Access: 

9.3.6.3.1 Cross-Connect Collocation Charge:  CLEC shall pay the 
full nonrecurring charge for creation of the Cross-Connect Collocation 
set forth in Exhibit A upon submission of the Collocation Application.  
The FCP Request Form shall not be considered completed in its 
entirety until complete payment is submitted to Qwest. 
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9.3.6.3.2 Any Remote Collocation associated with a FCP in which 
CLEC will install equipment requiring power and/or heat dissipation 
shall be in accordance with the rate elements set forth in Section 8.3.  

9.3.6.3.3 Subloop Nonrecurring Jumper Charge:  CLEC will be 
charged a nonrecurring basic installation charge for Qwest running 
jumpers within the accessible terminal pursuant to Exhibit A for each 
Subloop ordered by CLEC.  

9.3.6.4 Additional Rates for MTE Terminal Subloop Access 

9.3.6.4.1 Subloop Non-recurring Charge - CLEC will be charged a 
nonrecurring charge for the time and materials required for Qwest to 
complete the inventory of CLEC’s facilities within the MTE such that 
Subloop orders can be submitted and processed. 

9.3.6.4.2 Subloop Nonrecurring Jumper Charge –CLEC will be 
charged a nonrecurring basic installation charge for Qwest running 
jumpers within the accessible terminal pursuant to Exhibit A for each 
Subloop ordered by CLEC.  

9.3.7 Repair and Maintenance 
 

9.3.7.1 Detached Terminal Subloop Access:  Qwest will maintain all of its 
facilities and equipment in the accessible terminal and CLEC will maintain all of 
its facilities and equipment in the accessible terminal. 

9.3.7.2 MTE Terminal Subloop Access:  Qwest will maintain all of its facilities and 
equipment in the MTE and CLEC will maintain all of its facilities and equipment in 
the MTE. 

 


